The ultimate choice for tackling demanding heavy-duty
tasks that involve transporting substantial volumes of
water with large water pumps. When it comes to durability,
it leaves blue and red PVC layflat hoses in the dust, ensuring
you can rely on it for the long haul.

TUBE:
REINFORCEMENT:
COVER:
TEMPERATURE:
SAFETY FACTOR:

Nitrile Rubber Liner

Polyester or Nylon Reinforcement
Nitrile Rubber Cover

-4°F to +158°F

3:1
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Working
Pressure Lbs./Ft
(PSI)

AH-2-LF-BLACK 2" 200 FT 250 PSI 0.094" 0.35LBS/FT
AH-3-LF-BLACK 3" 200 FT 200 PSI 0.106" 0.54 LBS/FT
AH-4-LF-BLACK 4" 200 FT 200 PsSI 018" 0.82 LBS/FT
AH-6-LF-BLACK 6" 200 FT 200 PSI 0154" 159 LBS/FT
AH-8-LF-BLACK 8" 200 FT 150 PSI 0161 235LBS/FT
AH-10-LF-BLACK 10" 100 FT 150 PSI 0181" 314 LBS/FT
AH-12-LF-BLACK 12" 100 FT 150 PSI 0193” 3.76 LBS/FT
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Part
Number

PA-2-LF-BLACK-C-E-50FT
PA-3-LF-BLACK-C-E-50FT
PA-4-LF-BLACK-C-E-50FT
PA-6-LF-BLACK-C-E-50FT

PA-8-LF-BLACK-C-E-50FT

PA-4-LF-BLACK-BAUER-50FT
PA-6-LF-BLACK-BAUER-50FT
PA-8-LF-BLACK-BAUER-50FT

PA-10-LF-BLACK-BAUER-A-50FT*
*Type A Bauer End
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Size & Length

2" X50FT
3" X50FT
4" X50 FT
6” X50 FT

8" X50FT
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Size & Length
4" X50FT
6” X50 FT
8" X50FT

10" X 50 FT

CAMLOCKS
CAMLOCKS
CAMLOCKS
CAMLOCKS
CAMLOCKS

TYPE B BAUER
TYPE B BAUER
TYPE B BAUER

TYPE A BAUER*
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Attaching Method

CRIMPED
CRIMPED
CRIMPED
CRIMPED

CRIMPED
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Attaching Method

CRIMPED
CRIMPED
CRIMPED
CRIMPED
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