
	 TUBE	 Oil Resistant Synthetic Rubber

	 REINFORCEMENT	 One Braid of High-Tensile Steel Wire

	 COVER	 Black. Oil, Abrasion and Flame Resistant. 
		  MSHA Approved

	 TEMPERATURE	 -40°F to +212°F (-40°C to +100°C)

nationalsales@powertrackhose.com

Diamondback
HYDRAULIC HOSE

070125

Part 
Number I.D.

(inch)
O.D.
(inch)

Working 
Pressure

(PSI)

Burst 
Pressure

(PSI)

Bend 
Radius
(inch)

Weight
(Lbs/Ft)

AH-1SN-04 1/4” 0.50” 3,260 PSI 13,040 PSI 3.93” 0.14 Lbs/Ft

AH-1SN-06 3/8” 0.67” 2,610 PSI 10,440 PSI 4.92” 0.20 Lbs/Ft

AH-1SN-08 1/2” 0.80” 2,320 PSI 9,280 PSI 7.08” 0.25 Lbs/Ft

AH-1SN-12 3/4” 1.09” 1,520 PSI 6,080 PSI 9.44” 0.39 Lbs/Ft

AH-1SN-16 1” 1.40” 1,280 PSI 5,120 PSI 11.81” 0.60 Lbs/Ft

AH-1SN-20 1-1/4” 1.73” 910 PSI 3,640 PSI 16.53” 0.77 Lbs/Ft

AH-1SN-24 1-1/2” 2” 720 PSI 2,880 PSI 19.68” 0.96 Lbs/Ft

AH-1SN-32 2” 2.53” 580 PSI 2,320 PSI 24.80” 1.24 Lbs/Ft

1SN

Medium-pressure hydraulic oil 
lines used in construction, machine tool 

and agricultural applications using petroleum or 
water–based hydraulic fluids. Powertrack Diamondback 

1SN meets or exceeds SAE 100R1AT and EN853 1SN standards. 


