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(806) 355-8981AustinHose.com20

ELEMENT
UHMWPE CHEMICAL HOSE

SOLUTION
MXLPE CHEMICAL HOSE

Chemical suction and 
discharge hose with  
UHMWPE tube for tank 
trucks and storage tanks, 
suitable for handling a 
wide range of corrosive 
chemicals and solvents.

Why MXLPE? MXLPE 
(Modified Cross-Linked 
Polyethylene) offers 
superior chemical resistance 
compared to traditional 
XLPE. Its enhanced formula 
handles a broader range of 
aggressive chemicals, making 
it safer, more durable, and 
better suited for demanding 
applications.
For applications requiring 
greater than 90% sulfuric 
acid, contact Austin Hose 
(806) 355-8981. 

TUBE:
UHMW-PE, Translucent, 
White, Smooth, Resistant  
to Corrosive Chemicals  
and Solvents

REINFORCEMENT:
High-Tensile Textile Cord 
Fabric, Steel Helix Wire,  
Anti-Static Copper Wire

COVER:
Weather, Ozone and 
Abrasion Resistant  
Synthetic Rubber  
Compound, Green*,  
Flat Corrugated Cover

TEMPERATURE:
-40°F to +250°F 
(-40°C to +121°C)

TUBE:
Tan MXLPE-Modified  
Cross-Linked Polyethylene. 
REINFORCEMENT:
Multiple Plies, Synthetic  
Textile, Dual Steel Wire Helix
COVER:
Green EPDM Corrugated  
Rubber
TEMPERATURE:
-40°F to +250°F  
(-40°C to +121°C)
SAFETY FACTOR: 3:1

Part 
Number

I.D.
(inch)

O.D.
(inch)

Working 
Pressure

(PSI)
Vacuum
(in/HG)

Bend 
Radius
(inch)

Length
(feet)

Weight
(lbs/ft)

AH-1-CHEM-G-X 1” 1.50” 250 PSI 30 in/HG 5.00” 200' 0.56 lbs/ft

AH-2-CHEM-G-X 2” 2.54” 250 PSI 30 in/HG 9.00” 200' 1.08 lbs/ft

AH-3-CHEM-G-X 3” 3.58” 250 PSI 30 in/HG 18.00” 200' 1.81 lbs/ft

Solution MXLPE is designed to withstand fluid temperatures to +250°F (+121°C); however the 
rating is dependent on the specific chemical conveyed. Contact Austin Hose (806) 355-8981 
for any chemical above +125°F (+52°C).  Not recommended for ‘closed steam’ cleaning.    

*Other colors available  
  on request.

Part 
Number

I.D.
(inch)

O.D.
(inch)

Working 
Pressure

(PSI)
Vacuum
(in/HG)

Bend 
Radius
(inch)

Length
(feet)

Weight
(lbs/ft)

AH-0.75-CHEM-G-U 3/4” 1.22” 250 PSI 30 in/HG 1.57” 100’ 0.38 lbs/ft

AH-1-CHEM-G-U 1” 1.46” 250 PSI 30 in/HG 2.36” 100’ 0.48 lbs/ft

AH-1.25-CHEM-G-U 1-1/4” 1.81” 250 PSI 30 in/HG 2.76” 100’ 0.70 lbs/ft

AH-1.5-CHEM-G-U 1-1/2” 2.05” 250 PSI 30 in/HG 3.35” 100’ 0.79 lbs/ft

AH-2-CHEM-G-U 2” 2.56” 250 PSI 30 in/HG 4.72” 100’ 1.17 lbs/ft

AH-2.5-CHEM-G-U 2-1/2” 3.11” 250 PSI 30 in/HG 5.31” 100’ 1.60 lbs/ft

AH-3-CHEM-G-U 3” 3.62” 250 PSI 30 in/HG 6.30” 100’ 1.97 lbs/ft

AH-4-CHEM-G-U 4” 4.69” 250 PSI 30 in/HG 8.86” 100’ 2.63 lbs/ft

AH-6-CHEM-G-U 6” 6.85” 250 PSI 30 in/HG 12.60” 100’ 5.54 lbs/ft


