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TUBE:
Flexible PVC Tube

REINFORCEMENT:	
High-Tensile Strength  
Polyester

COVER:	
Green/Clear

TEMPERATURE:
-4°F to +150°F  
(Service Temperature 
Depends on Application)

SAFETY FACTOR: 3:1

GREEN or CLEARThe perfect hose for 
general water or light 
chemical solutions. 
Flexible and light weight. 
Used in construction, 
mining, irrigation, 
dewatering amongst 
other industries.

Part 
Number I.D.

(inch)
O.D.

(inch)
Working 
Pressure

(PSI)
Vacuum
(in/HG)

Bend 
Radius
(inch)

Length
(feet)

Weight
(lbs/ft)

— GREEN PVC SUCTION HOSE —
AH-1-GS 1” 1.18” 88 PSI 29 in/HG 3.00” 100FT 0.18 lbs/ft

AH-1.25-GS 1-1/4” 1.45” 81 PSI 29 in/HG 4.00” 100FT 0.24 lbs/ft
AH-1.5-GS 1-1/2” 1.72” 69 PSI 29 in/HG 5.00” 100FT 0.33 lbs/ft
AH-2-GS 2” 2.28” 65 PSI 29 in/HG 8.00” 100FT 0.55 lbs/ft

AH-2.5-GS 2-1/2” 2.83” 65 PSI 29 in/HG 10.00” 100FT 0.79 lbs/ft
AH-3-GS 3” 3.35” 55 PSI 29 in/HG 12.00” 100FT 0.97 lbs/ft
AH-4-GS 4” 4.45” 50 PSI 29 in/HG 14.00” 100FT 1.71 lbs/ft
AH-6-GS 6” 6.63” 35 PSI 24 in/HG 30.00” 100/20FT 2.84 lbs/ft
AH-8-GS 8” 8.86” 30 PSI 22 in/HG 35.00" 20FT 5.63 lbs/ft

— CLEAR PVC SUCTION HOSE —
AH-1-WC 1” 1.18” 88 PSI 29 in/HG 3.00” 100FT 0.18 lbs/ft

AH-1.25-WC 1-1/4” 1.45” 81 PSI 29 in/HG 4.00” 100FT 0.24 lbs/ft
AH-1.5-WC 1-1/2” 1.72” 69 PSI 29 in/HG 5.00” 100FT 0.33 lbs/ft
AH-2-WC 2” 2.28” 65 PSI 29 in/HG 8.00” 100FT 0.55 lbs/ft

AH-2.5-WC 2-1/2” 2.83” 65 PSI 29 in/HG 10.00” 100FT 0.79 lbs/ft
AH-3-WC 3” 3.35” 55 PSI 29 in/HG 12.00” 100FT 0.97 lbs/ft
AH-4-WC 4” 4.45” 50 PSI 29 in/HG 14.00” 100FT 1.71 lbs/ft
AH-6-WC 6” 6.63” 35 PSI 24 in/HG 30.00” 100/20FT 2.84 lbs/ft
AH-8-WC 8” 8.86” 30 PSI 22 in/HG 35.00" 20FT 5.63 lbs/ft

PVC SUCTION HOSE


