
Roughneck TANK
TRUCK
HOSE

061526

	 TUBE	 Blend of Synthetic Rubber Compound, Black, Smooth,  
		  ARPM Class A High Oil Resistance. Conductive.

	 REINFORCEMENT	 High Tensile Textile Cord Fabric, Steel Helix Wire

	 COVER	 Blend of Synthetic Rubber Compound, Black, Flat Corrugated with Cloth 
		  Impression, Oil, Abrasion, Weather and Ozone Resistant. Conductive.

	 TEMPERATURE	 -40°F to +212°F (-40°C to +100°C)

Recommended for transfer of refined fuels (commercial gasoline and diesel fuel), oils and 
other petroleum products. Ideal for tank truck, fuel farm, and oilfield service truck use 
where a super flexible, maximum kink-resistant fuel transfer hose is needed.
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AH-.75-TT 3/4” 1.18” 150 PSI 600 PSI 30 in/HG 1.97” 100’ 0.38 lbs/ft

AH-1-TT 1” 1.42” 150 PSI 600 PSI 30 in/HG 2.76” 100’ 0.48 lbs/ft

AH-1.25-TT 1-1/4” 1.73” 150 PSI 600 PSI 30 in/HG 3.35” 100’ 0.64 lbs/ft

AH-1.5-TT 1-1/2” 1.97” 150 PSI 600 PSI 30 in/HG 3.74” 100’ 0.73 lbs/ft

AH-2-TT 2” 2.48” 150 PSI 600 PSI 30 in/HG 2.00” 200’ 0.90 lbs/ft

AH-2.5-TT 2-1/2” 2.99” 150 PSI 600 PSI 30 in/HG 5.91” 100’ 1.29 lbs/ft

AH-3-TT 3” 3.50” 150 PSI 600 PSI 30 in/HG 3.00” 200’ 1.53 lbs/ft

AH-4-TT 4” 4.57” 150 PSI 600 PSI 30 in/HG 4.00” 200’ 2.22 lbs/ft

AH-6-TT 6” 6.69” 150 PSI 600 PSI 30 in/HG 6.00” 20’, 100’ 4.13 lbs/ft

AH-8-TT 8” 8.86” 150 PSI 600 PSI 30 in/HG 18.11” 20’, 100’ 6.86 lbs/ft

AH-10-TT 10” 11.02” 150 PSI 600 PSI 30 in/HG” 22.83” 20’ 9.81 lbs/ft

AH-12-TT 12” 13.19” 150 PSI 600 PSI 30 in/HG 27.56” 20’ 13.64 lbs/ft


