
 TUBE:  	 316 Corrugated Stainless Steel

 REINFORCEMENT:  	 304 Stainless Double Braid

 ENDS: 	 Multiple End Configurations Available in Carbon and Stainless Steel               

 TEMPERATURE:   	 -450°F to +1200°F

Austin Hose offers a Stainless Steel Braided Hose that is a 
durable and versatile solution for multiple applications. It 
features a flexible stainless annular core reinforced with 
double layers of stainless steel braiding, providing strength 
and higher-pressure ratings, while at the same time still providing 
extreme flexibility. This hose is widely used in industries like oil rigs, gas plants, chemical processing, and 
terminal offloading, thanks to its ability to handle demanding environments and its corrosion resistance.  

Metal FLEX HOSES

**Please Note: The working pressure of any hose is determined by the weakest component in the assembly. 
Most RF150 flanges are rated at a working pressure of 275 PSI, which restricts the working pressure for 1’’  
to 4’’ hoses to that of the flange. For sizes 6’’ to 12’’, the working pressure is determined by the hose itself.
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Part 
Number I.D.

(inch)
O.D.

(inch)
Working 
Pressure

(PSI) @ 70°F

Burst 
Pressure

(PSI) @ 70°F

Bend Radius
(inch) Lbs.

dynamic static

PA-1-SS-DB-FL150-FLX150-10FT 1” 1.38” 275 PSI 1,100 PSI 10.24” 3.35” 0.65 lbs/ft

PA-1-SS-DB-FL150-FLX150-20FT 1” 1.38” 275 PSI 1,100 PSI 10.24” 3.35” 0.65 lbs/ft

PA-2-SS-DB-FL150-FLX150-10FT 2” 2.53” 275 PSI 1,100 PSI 15.35” 6.3” 1.44 lbs/ft

PA-2-SS-DB-FL150-FLX150-20FT 2” 2.53” 275 PSI 1,100 PSI 15.35” 6.3” 1.44 lbs/ft

PA-3-SS-DB-FL150-FLX150-10FT 3” 3.95” 275 PSI 1,100 PSI 25.98” 9.45”  2.38 lbs/ft

PA-3-SS-DB-FL150-FLX150-20FT 3” 3.95” 275 PSI 1,100 PSI 25.98” 9.45”  2.38 lbs/ft

PA-4-SS-DB-FL150-FLX150-10FT 4” 4.73” 275 PSI 1,100 PSI 29.53” 11.42”  2.93 lbs/ft

PA-4-SS-DB-FL150-FLX150-20FT 4” 4.73” 275 PSI 1,100 PSI 29.53” 11.42”  2.93 lbs/ft

PA-6-SS-DB-FL150-FLX150-10FT 6” 7.28” 218 PSI 872 PSI 49.21” 15.75” 5.64 lbs/ft

PA-6-SS-DB-FL150-FLX150-20FT 6” 7.28” 218 PSI 872 PSI 49.21” 15.75”  5.64 lbs/ft

PA-8-SS-DB-FL150-FLX150-10FT 8” 9.40” 174 PSI 696 PSI 62.99” 20.47”  7.86 lbs/ft

PA-8-SS-DB-FL150-FLX150-20FT 8” 9.40” 174 PSI 696 PSI 62.99” 20.47”  7.86 lbs/ft

PA-10-SS-DB-FL150-FLX150-10FT 10” 11.33” 163 PSI 652 PSI 78.74” 24.41” 13.19 lbs/ft

PA-10-SS-DB-FL150-FLX150-20FT 10” 11.33” 163 PSI 652 PSI 78.74” 24.41”  13.19 lbs/ft

PA-12-SS-DB-FL150-FLX150-10FT 12” 13.35” 131 PSI 522 PSI 94.49” 28.54” 17.20 lbs/ft

PA-12-SS-DB-FL150-FLX150-20FT 12” 13.35” 131 PSI 522 PSI 94.49” 28.54” 17.20 lbs/ft


