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SAE 100R4
DIAMONDBACK
HYDRAULIC RETURN HOSE

TUBE: Black, Oil-Resistant, 
Synthetic Rubber

REINFORCEMENT:	
High-Tensile Textile Cord Fabric, 
Steel Helix Wire

COVER: Black, Oil and 
Weather-Resistant Synthetic 
Rubber

TEMPERATURE:
-40°F to +212°F
Intermittent use up to 250°F
(-40°C to +100°C)

Specifically designed for 
petroleum based hydraulic 
fluid, gasoline, water, diesel 
fuels, lubricating oils, glycol, 
mineral oils & more.

Suction and delivery hose 
designed for transferring 
crude oil and diesel fuel, 
petroleum waste, sludge, mild 
chemicals, and contaminated 
water in oilfield tanks. Suitable 
for aromatic content up to 35%.

CAUTION: 
Not recommended for 
refined fuels such as 
gasoline.

TUBE:
Blend of Synthetic Rubber 
Compound, Black, Smooth, 
Oil-Resistant, ARPM Class B 
Medium Oil Resistance
REINFORCEMENT:
High-Tensile Textile Cord Fabric, 
Steel Helix Wire
COVER:
Blend of Synthetic Rubber
Compound, Black, Flat 
Corrugated with Cloth Impression, 
Oil, Abrasion, Weather- and 
Ozone-Resistant. Conductive.
TEMPERATURE:
-40°F to +212°F (-40°C to +100°C)

WOLVERINE
OILFIELD VAC HOSE

Part 
Number I.D.

(inch)
O.D.

(inch)

Working 
Pressure

(PSI)

Burst 
Pressure

(PSI)

Vacuum
(in/HG)

Bend 
Radius
(inch)

Length
(feet)

Weight
(lbs/ft)

AH-2-OSD 2” 2.39” 150 PSI 600 PSI 30 in/HG 2.00” 200’ 0.89 lbs/ft

AH-3-OSD 3” 3.47” 150 PSI 600 PSI 30 in/HG 3.00” 200’ 1.53 lbs/ft

AH-4-OSD 4” 4.52” 200 PSI 800 PSI 30 in/HG 4.00” 200’ 2.25 lbs/ft

AH-5-OSD 5” 5.67” 150 PSI 600 PSI 30 in/HG 10.00” 20’, 100’ 3.09 lbs/ft

AH-6-OSD 6” 6.69” 150 PSI 600 PSI 30 in/HG 12.00” 20’, 100’ 4.18 lbs/ft

AH-8-OSD 8” 9.02” 150 PSI 600 PSI 30 in/HG 15.98” 20’, 100’ 7.66 lbs/ft

Part 
Number

I.D.
(inch)

O.D.
(inch)

Working 
Pressure

(PSI)

Burst 
Pressure

(PSI)
Vacuum
(in/HG)

Bend 
Radius
(inch)

Length
(feet)

Weight
(lbs/ft)

AH-R4-12 3/4” 1.16” 300 PSI 1200 PSI 30 in/HG 4.90” 100’ 0.61 lbs/ft

AH-R4-16 1” 1.39” 250 PSI 1000 PSI 30 in/HG 5.90” 100’ 0.75 lbs/ft

AH-R4-20 1-1/4” 1.67” 200 PSI 800 PSI 30 in/HG 7.90” 100’ 0.87 lbs/ft

AH-R4-24 1-1/2” 2.00” 150 PSI 600 PSI 30 in/HG 10.00” 100’ 1.22 lbs/ft

AH-R4-32 2” 2.54” 100 PSI 400 PSI 30 in/HG 11.80” 100’ 1.51 lbs/ft


